
1  X Tilt 
2 GND
3 Y Tilt
4 GND
5 Z4M
6 GND
7 Z4D V1
8 GND
9 Z4D V2
10 GND
11 ME 2/1
12 GND
13 ME 2/2
14 GND
15 Not Used
16 GND
17 Not Used
18 GND
19 Not Used
20 GND
21 Temp S1
22 GND
23 Temp S2
24 GND
25 Temp S3
26 GND
27 Temp S4
28 GND
29 Temp S5
30 GND
31 Temp S6
32 GND
33 Temp S7
34 GND
35 Temp S8
36 GND
37 Temp S9
38 GND
39 Not Used
40 GND

1 +12V
2 Z Pot LCP8
3 GND
4 12V Monitor
5 Not Used
6 GND
7 GND
8 +5V (X Line)
9 GND
10 +5V (SLM1)
11 GND
12 +12V
13 GND
14 X Tilt (NPF)
15 GND
16 Y Tilt (NPF)
17 Not Used
18 +12V
19 GND
20 Z4M (NPF)
21 +12V
22 ME 2/1 (PF)
23 GND
24 +12V
25 ME 2/2 (PF)
26 GND

1 Temp S1
2 GND
3 Temp S2
4 GND
5 Temp S3
6 GND
7 Temp S4
8 GND
9 Temp S5
10 GND
11 Temp S6
12 GND
13 Temp S7
14 GND
15 Temp S8
16 GND
17 Temp S9
18 GND
Pins 19-26
Not Used

1
2 
3
4 
5
6
Pins 7-26 
Not Used
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+12V PS
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Extra 26 Pin C
onnector

1 +5V IN
2 Axial  Line (NO)
3 +5V IN
4 SLM Line1(NO)
5 +5V IN
6 SLM Line2(NO)
Pins 7-40
Not Used40
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HP – ISR Analog Sensor Interface Scheme
Updated : 5/16/00 RL

BNC +5V (SLM2)

Notes:
NPF – Denotes Non-Polarized Filter Attached
PF – Denotes Polarized Filter Attached


